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TX-5353SW360C35F17-10H952770

PRODUCT SPECIFICATION

Features:
◆Excellent transiting heat from LED chip operating under 7.2A.

◆Provide uniform cross distribution of positive white and warm white dual color scheme, mixed pure.

◆High luminous output.

◆No UV.

◆Encapsulated materials are environmentally certified and meet environmental requirements.

Chip Material: Emitting Color: Applications:
◆GaInN ◆White ◆Commercial lighting

◆Warm white ◆General Lighting



Part No. TX-5353SW360C35F17-10H952770 Spec No. WKF-DD0011 Page 2 of 9

www.txled.cn Version:1.0

Package Dimensions:

I：Warm White（S）；II：White（W）
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Absolute Maximum Ratings

Parameter Symbol Ratings Unit

Forward Current IF 7.6 A

Reverse Voltage VR
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operation
V

Power Dissipation

6F6�L �Q

�)

�� �)

opeota

�� ����6�L �Q
�)

�V �Y �H �U �Vepeot rs tt
o t

.ne tt

�R �O �W �Z �H

ope t

n F
�R �S �H �Z �H �D �Z �H

epeots�U �D �V �L ��u” �H �S‘
�R �U �D

�Z �H

�H

�6B1T �R �U�S �H �W�H �V �L �V�H �H �V �H�V �H�U �D �V

�H

�H�I�H�H�V�R
�V �V �H

�J�3 �R �Q �Q�H �U �H�� �H

�H�W�R�S�P�D�Z�H �V�6B1T�R�Ues�V�Q4�Q��H�H�W�L�V�Z�H �V�V�Hensee

re

e

s ssDi ergefor

pe nS l w
ese

ot t

s ge sse

e�Q4�H
de o se

ree�H�H��!�Y�Veseeope swet
gen



mailto:%CF%866@150
mailto:%CF%866@150


Part No. TX-5353SW360C35F17-10H952770 Spec No. WKF-DD0011 Page 5 of 9

www.txled.cn Version:1.0

Typical Electrical/Optical Characteristics Curves
(25℃ Ambient Temperature Unless Otherwise Noted)
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Wave length (nm)

Relative Spectral Distribution
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Dimensions For Cannulation And Packagi
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